SPECIFICATION SHEET

ANSI/ISEA 105-2024

3X32D

Technical Data

Color Natural
Sizes Available -

Packaging Pair Bagged Retail Ready
Packed --
Case Dimensions (cm) 40.70 x 27.90 x 45.70
Case Weight (kg) 14.68
Country of Origin Pakistan
Hide Top Grain Cowhide
Palm Leather
Back Leather
Thumb Keystone
Cuff Slip-on
Impact Protection -
Construction Cut-and-Sewn
Certifications Chromium VI Free

BOSS® X‘t re m e Product Circularity -

AR Top Grain Cowhide Leather Drivers Glove

with Para-Aramid Lining - Keystone Thumb Performance Data

¢ ARC Rating: ATPV 43 cal/cm2 Cut Level A4

e PPE 4 (HRC 4) ANSI Abrasion Level -

e Dirivers gloves feature slip-on styling to provide good fit and comfort ANSI Puncture Level 3

e Top Grain Cowhide leather construction provides comfort, durability, ANSI Impact Level -

excellent abrasion resistance, and breathability PPE Category 4
® Para-Aramid liner provides high tensile strength relative to its weight ANSI Contact Heat Level 5
and is inherently cut and heat resistant

e Stitched with Kevlar®, adding strength and burn resistance EN 388 3X32D

Applications Care Instructions

¢ Handling and Moving Heavy Materials \>:<1

e Maintenance and Repair Operations Do Not Wash

e Operating Heavy Duty Machinery and Tools
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