
Technical Data

Color White
Sizes Available --
Packaging Bulk Pack
Packed --
Case Dimensions (cm) 40.70 x 27.90 x 53.30
Case Weight (kg) 11.87
Country of Origin Pakistan
Liner Material --
Lining 3M Thinsulate
Cuff Slip-on
Hide Top Grain Cowhide
Grade Regular
Palm Leather
Back Leather
Thumb Keystone
Construction Cut-and-Sewn, Leather Palm
Certifications --
Product Circularity --

Performance Data
Cut Level --
ANSI Puncture Level --
EN 407 --
EN 511 --

Care Instructions

Do Not Wash

SPECIFICATION SHEET
STYLE: 77-269

PIP®
Premium Top Grain Cowhide Leather Drivers
Glove with 3M™ Thinsulate™ Lining - Keystone
Thumb

Top Grain Cowhide leather construction provides comfort, durability,
excellent abrasion resistance, and breathability
Top Grain leather is smooth, provides durability and dexterity
Premium 3M™ C40 Thinsulate™ lining provides superior insulation
without the bulk of fleece
Keystone thumb is ergonomic, reduces hand fatigue, offers superior
dexterity and durability
Drivers gloves feature slip-on styling to provide good fit and comfort
Elastic closure sewn inside glove for safety and comfort

Applications
Heavy-Duty Industrial
Construction Applications
Maintenance
Farming
Transportation
Shipping and Freight
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