
PIP®
Synthetic Leather Palm Glove with Kevlar®
Blended Liner - Flame Retardant Treated

FR treated synthetic suede leather palm and finger tips for heat
protection
Kevlar® blended lining o�ers comfort, enhanced cut protection and
good heat dispersion
Stitched with Kevlar® adding strength and burn resistance
Double palm o�ers comfort, insulation and heat protection
Reinforced thumb crotch for extended glove life, enhanced comfort,
increased abrasion resistance and added durability in a high-wear
area
Fourchettes between the fingers enhance the natural contour of the
glove for a better fit

Applications
Handling and Moving Heavy Materials
Maintenance and Repair Operations
Operating Heavy Duty Machinery and Tools

Technical Data

Color Dark Green
Sizes Available S - XXXL
Packaging Bulk Pack
Packed 6/Case
Case Dimensions (cm) 54.61 x 40.01 x 26.67
Case Weight (kg) 11.76
Country of Origin Pakistan
Hide --
Grade --
Palm Synthetic Leather
Cu� Slip-on
Back --
Thumb --
Stitching Kevlar
Construction Cut-and-Sewn, Reinforced

Thumb Crotch
Certifications --
Product Circularity Reusable / Launderable

Recycled via Terracycle

Performance Data
ANSI Puncture Level --

Care Instructions

Do Not Wash

SPECIFICATION SHEET
STYLE: 73-1703
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