
Ironcat®
Flame Resistant Seamless Knit TIG Welder's
Glove with Silicone Coating

ARC Rating: ATPV 6.9 cal/cm2
PPE 1 (HRC 1)
Innovative Modacrylic FR blended fiber shell provides heat
resistance and cut protection
FR Silicone dotted coating provides great dexterity, comfort and
heat protection
Knit Wrist helps prevent dirt and debris from entering the glove
Reinforcement - between the thumb and forefinger, improves cut
resistance and extends glove life in an inherently weak area.

Technical Data

Color Green
Sizes Available S-2XL
Packaging Bagged Pair
Packed 120/Case
Case Dimensions (cm) 57.15 x 27.94 x 17.78
Case Weight (kg) 4.08
Country of Origin Sri Lanka
Liner Material --
Coating Silicone
Coating Coverage Palm & Fingers
Coating Color Gray
Grip Dot
Cu� Knit Wrist
Stitching --
Construction Coated Seamless Knit,

Reinforced Thumb Crotch
Certifications --
Product Circularity --

Performance Data
PPE Category 1
PPE Category 1
ARC Rating 6.9 cal/cm2
ARC Rating 6.9 cal/cm2
Cut Level A3
Cut Level A3
ANSI Puncture Level --
ANSI Puncture Level --
EN 388 3542X

SPECIFICATION SHEET
STYLE: 6100
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X X
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