SPECIFICATION SHEET

PIP®

Two-Tone Tethering Vest with Ripstop Black
Bottom Front and "D" Ring Access, CSA Z96
Class 2, ANSI Type R Class 2

® Breathable polyester mesh

e Ripstop black bottom offers great protection against tearing and
helps hide dirt

2" two-tone tape for optimum visibility, X on the back

Black reflective trim around arm hole for added visibility and safety
Padded neck for comfort when vest is loaded down with tools
Zipper closure

D-ring access

Reinforced seams

Grommets at neck for tool keepers/lanyards

Mic tabs with reinforced stitching

1.D. pocket and radio/cell pocket

1 chest pocket with pen pockets

2 lower large expandable external flap pockets

Large pass-through zippered back pocket

2 lower internal pockets including tablet pocket with strap

KEY: ({(DMade from recycled or bio-based g Launderable & Recyclable via TerraCycle®

Technical Data

Color Hi-Vis Yellow, Hi-Vis Orange
Sizes Available --

Packaging Bagged Each

Packed --

Case Dimensions (cm) 0.00 x 0.00 x 0.00

Case Weight (kg) 0.00

Country of Origin China

Clothing Type Vests

Fabric Mesh, Polyester, Ripstop
Reflective Type Two-Tone

Closure Zipper

Total Pockets 8

Pocket Type ID Pocket, Tablet Pocket,

Oversized Back Pocket, Pen
Pocket , Chest Pocket

Black Bottom, D-Ring Access
CSA Z96 Compliant
Reusable / Launderable

Construction
Certifications
Product Circularity

Performance Data

ANSI Type/Class R2
CSA Class Class 2
CSA Level Level 2

Care Instructions

Machine Water Temp Do Not 25
Wash 40°C Bleach
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